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Overview  

NSS3330 series enhanced 1G/10Gigabit L3 aggregation switch is a new-generation multi-service high-

performance Ethernet switching product developed by Maipu for the enterprise market. It provides the 

fully secure, controllable, stable and reliable high-performance L2/L3 switching service from the chip, 

the hardware to the software mainly for the network aggregation, high-quality gigabit desktop access, 

the server access of the data center, and other scenarios. 

 

NSS3330-54TXF-AC 

 

NSS3330-54TXF-AC 

 

NSS3330 series includes NSS3330-30TXF, NSS3330-54TXF two models.  

NSS3330-30TXF-AC Provides 24 10/100/1000M electrical interfaces, 6 SFP+ port (support 1G/10G), 

Dual AC Power Supply 

NSS3330-54TXF-AC Provides 48 10/100/1000M electrical interfaces, 6 SFP+ port (support 1G/10G), 

Dual AC Power Supply 
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Key Features 

Adopt the new-generation CPU and switching chip 

NSS3330 series switch adopts the new-generation CPU chip and high-performance switching chip to 

develop the new-generation high-performance, high-reliability, manageable Ethernet L3 Lite switch, 

meeting the needs of the enterprise and government customers to deploy a high performance and 

secure network. It provides users with a multi-service and safe integrated solution to ensure the full 

security requirements of the user network from the chip, the hardware to the software. 

 

Adopt the new OS which is stable, safe and reliable 

NSS3330 series switch adopts new operation system which is mature and stable. It has inherited the 

finance and operator software technology accumulation of Maipu for more than 20 years, and nearly 

one million devices have been tested in the network operation. Maipu’s switch operating system has 

independent intellectual property rights, and has passed the vulnerability scanning test of the 

information security product detection center of the Ministry of public security.  

 

Support the encryption of the control plane and the management plane, effectively 

ensuring the network security 

NSS3330 series switch configuration file supports encryption, preventing the equipment from being 

cracked and accessed and management data from being stolen and leaked, so as to realize the security 

and reliability of the switch management plane. The device supports the common control protocols. It 

supports encrypting the protocol packets, ensuring that the network topology protocol is not leaked. It 

supports the authentication for the trustable equipment. Adopt the 802.1X authentication for the switch 

devices connected to the network to judge the validity of the connected devices and prevent the invalid 

devices from accessing the network, ensuring the security and reliability of the control plane of the 

switch. 

 

Rich L2 protocols, meeting the aggregation requirement of the complicated 

network 

NSS3330 series switch supports complete L2&L3 Lite protocols; supports 802.1d/w/s spanning tree 

protocol, supports 802.1Q, 802.1p, 802.3ad, 802.1x, DHCP, NTP and other protocols; supports IGMP 

snooping multicast protocol; supports static routing protocols. It is applicable to the complex network 

environment and fully meets the aggregation requirement of the complex network. 



 NSS3330 Series L3 Lite Gigabit Access Switch Datasheet  

3   

Technical Specifications 
Product model NSS3330-30TXF-AC NSS3330-54TXF-AC 

Hardware specifications 

Switching capability (Gbps) 168Gbps 216Gbps 

Throughput (pps) 125Mpps 161Mpps 

Memory (GB) 1GB 1GB 

Physical port 
24 10/100/1000M electrical interfaces, 6 

SFP+ port (support 1G/10G) 

24 10/100/1000M electrical interfaces, 6 SFP+ port 

(support 1G/10G) 

Power Supply 2 2 

Management interface One Console port, one DC0 management Ethernet interface, one USB interface 

Dimension (W×D×H) 440×320×44.2 mm 

Input voltage (AC) Input voltage (AC): 100-240V, 50/60Hz 

Temperature  Work temperature: -5℃ to 55℃ 

Storage temperature: -40℃ to 70℃ 

Humidity Work humidity: 10% to 90%, no-condensing 

Storage humidity: 5% to 95%, no-condensing 

MAC Entry 128K 

VLAN 4K 

Software Features 

Ethernet Interfaces Ethernet Interface, VLAN L3 Interface, Loopback Interface, Port Isolation, Loop Detection 

L2 Features 
VLAN, Super VLAN, PVLAN, Voice VLAN, MSTP, ERPS(G.8032), LACP, IGMP Snooping, IGMP 

Snooping Proxy, MVLAN Plus, L2 Static Multicast, MLD Snooping, PPPoE+, ULPP/UDLD, LLDP 

L3 Features 

IP Protocol TCP/IP, DNS, DHCP, FTP, TFTP, NTP, Telnet 

IPv4 Routing Protocol Static Route, RIPv1/v2, OSPFv2, Policy Route 

IPv6 Routing Protocol Static Routev6, OSPFv3 

Virtualization (Stacking) 
H-VST 

M-VST 

Security 

802.1X, AAA, ACL, Radius, SPAN, DHCP Snooping, Dynamic ARP Inspection, IP Source Guard, 

Port Security, Attack-Detection, CPU Guard, LAND/SYN Flood/Smurf/Ping Flood/TearDrop 

Attack Detection 

QoS 802.1P, DSCP, Rate Limitation, CAR, SP, WDRR, SP+WDRR, WRED 

HA VRRP, Track, HA Management 

Maintenance SNMP, ROM, DDMI, SSH, WEB, Telnet, Syslog 
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Order Information 
Product Model Description 

NSS3330 host 

NSS3330-30TXF-AC 24 10/100/1000M electrical interfaces, 6 SFP+ port (support 1G/10G), Dual AC 

Power Supply 

NSS3330-54TXF-AC 48 10/100/1000M electrical interfaces, 6 SFP+ port (support 1G/10G), Dual AC 

Power Supply 
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 All rights reserved. Printed in the People’s Republic of China.  
  
No part of this document may be reproduced, transmitted, transcribed, stored in a retrieval 
system, or translated into any language or computer language, in any form or by any means, 
electronic, mechanical, magnetic, optical, chemical, manual or otherwise without the prior written 
consent of Maipu Communication Technology Co., Ltd. 
  
Maipu makes no representations or warranties with respect to this document contents and 
specifically disclaims any implied warranties of merchantability or fitness for any specific purpose. 
Further, Maipu reserves the right to revise this document and to make changes from time to time 
in its content without being obligated to notify any person of such revisions or changes. 
  
Maipu values and appreciates comments you may have concerning our products or this 
document. Please address comments to: 
  
Maipu Communication Technology Co., Ltd 
No.288,Tianfu 3rd Street 
Hi-Tech Zone 
Chengdu, Sichuan Province 
P. R. China 
610041 
Tel: (86) 28-65544850,  
Fax: (86) 28-65544948, 
URL: http:// www.maipu.com 
Email: overseas@maipu.com 
 
All other products or services mentioned herein may be registered trademarks, trademarks, or 

service marks of their respective manufacturers, companies, or organizations.  
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